
MP SERIES

MP SERIES

DAMPERS AIR / GAS

FLANGES 

• EN1092 PN10
• ASME B16.5 (CLASS 150)
• Others on request.

MULTIPLE LEVER FLANGED DAMPER

DESCRIPTION

 - One-way round valve for gases, with a 
damper design that incorporates an eccen-
tric front closure by means of a series of 
levers with 90°rotation.

 - Construction materials and closures as re-
quired.

 - Face-to-face distance in accordance with 
CMO Valves standard.

 - The body of this type of damper is usually 
mechanically welded and built with sheet 
metal of different thicknesses with rein-
forcements and structural profiles to avoid 
possible deformations.

GENERAL APPLICATIONS

The MP multiple lever valve model is suitable 
for working with a wide range of gas fluids 
at various pressures up to 40 bar and 600°C.

The main characteristic of this valve is that 
in the pneumatic version, it operates at a 
pre-established differential pressure.

Designed for applications such as:
 - Cement plants 
 - Steel plants 
 - Electrical power stations.
 - Chemical plants.   
 - Energy sector.

SIZES

From DN250 to DN2000.

Other DNs on request.

TIGHTNESS 

The standard sealing percentage of CMO 
Valves ranges from 99.9% as per /DIN3230-3 
for the metal/metal closure version and100% 
tightness with the rubberised seal.

WORKING PRESSURE (∆P) 

The working pressure is determined by each 
project as well as the working temperature.

QUALITY DOSSIER

All valves are tested hydrostatically at CMO 
Valves and material and test certificates can 
be provided.
 - Body test = working pressure x 1.5.
 - Seal test = working pressure x 1.1.

For further information on categories and zones 
please contact CMO Valves. Technical-Commer-
cial Department.

DIRECTIVES

See document of directives applicable to 
CMO Valves.
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