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FABRICATION RANGE
AIR RELEASE VALVES

UTILIZATION:

Air release valves of triple effect, for the evacuation of the
air while filling the pipeline, for the admision of air during the
emptied of the facilities and for the purge of air during the
normal functioning of the installation.

APPLICATION:
Over flange and threaded connection.
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MAIN FEATURES:

100% Water tight. il 2\
Stainless steel purge.
WRAS certificate for driking water. N
Working temperature between -102C and 90°C. L ‘ ‘ L
& % 2
STANDARDS APPLIED: /
Pruebas hidraulicas segun EN 12266-1, clase A.
Directiva CE.
Fabricacion segun EN1074-4 y AWWA C512.
Brida seguin ISO 7005-1. T
WEIGHTS
DN Kg.
50 9
80 20
100 26
150 45
200 75
300 175
DIMENSIONS
DN D) K n-@d
PN10 PN16 PN25 PN10 PN16 PN25 PN10 PN16 PN25
50 280 165 165 165 125 125 125 4-19 4-19 4-719
80 362 200 200 200 160 160 160 8-719 8-219 8-219
100 395 220 220 235 180 180 190 8-019 8-219 8-023
150 485 285 285 300 240 240 250 8-023 8-023 8-028
200 582 340 340 360 295 295 310 8-023 12-023 12-028
300 750 445 460 485 400 410 430 12-023 12-028 16-@31
The images and drawings are non contractual.
The spectifications of the shown products could vary with previous notice.
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DESCRIPTION:

MATERIAL

1 BODY GJS500

2 FLOAT AlISI 304

3  SEALING ARC AlISI 304

4 BOLTS ACERO 88

5 BONNET GJS500

6 DEFLECTOR STEEL Q235A
7 SCREEN AlISI 304

8 BOLTS STEEL 88

9 WASHERS STEEL 88

10 PILLAR ALUMINUM
1 O-RINGS NBR

12 SEAT EPDM

13 PURGE SEAT EPDM
14 GUIDE AlISI 304

15 SUPPORT EPDM

16 PURGE AlISI 304

PAINTING RAL 5015 Epoxy 250 um
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50 1.6
80 2
100 25
150 3
200 4
300 4
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ADMISION AND RELEASE AIR FLOW
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OUT FLOW M*HR

CONSTRUCCIONES METALICAS DE OBTURACION

Amategui Aldea, 142 - 20400 Tolosa - Gipuzkoa (Spain)

(+34) 943 67 33 99 - cmo@cmovalves.com - www.cmovalves.com



