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CA SERIES

PENSTOCKS

WORKING PRESSURE (∆P) 

Maximum working pressure is the height of 
the gate. Because these gates closed on 3 
sides, it would overflow above the gate if the 
fluid were higher than the gate.

BUILDING WORK 

The standard in CA, channel penstocks is to 
leave installation holes in the channel into 
which it can be inserted for concreting later.

Penstocks can be manufactured to order in 
line with customer requirements. 

UNIDIRECTIONAL OR BIDIRECTIONAL CHANNEL PENSTOCK

DESCRIPTION

 - Channel penstock.
 - Square or rectangular penstock design.
 - Option of unidirectional or bidirectional.
 - Various construction materials and seals 
available.

 - Usual design to embed in canal walls.

GENERAL APPLICATIONS

This channel penstock is designed for instal-
lation in open channels. It has a 3-side seal: 
(base and sides). It is suitable to work with 
clean liquids or loaded with solids.

Designed for applications such as:
 - Irrigation.
 - Conduits.
 - Hydroelectric power stations.
 - Water treatment.

SIZES

From 150 x 150 to 3000 x 3000. 
Check for the general dimensions of a spe-
cific penstock with. CMO Valves.

Other DNs on request.

TIGHTNESS 

Sealtight integrity of CA penstocks complies 
with that set out in regulation DIN 19569, 
class 5, leaks.

QUALITY DOSSIER

 - The tightness of the seat area is measured 
with gauges.

 - Material and testing certificates can be sup-
plied on request.

RESILIENT SEALS

 - EPDM.
 - NITRILE.
 - SILICONE.
 - NATURAL RUBBER.

In some applications other types of rubber are 
used, such as: hypatlon, butyl… Please contact in 
case you have such a requirement.

For further information on 
categories and zones please 
contact CMO Valves. Techni-
cal-Commercial Department.

DIRECTIVES

See document of directives applicable to 
CMO Valves.
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