KNIFE GATE VALVES

GA SERIES

BIDIRECTIONAL FLANGED KNIFE GATE VALVE

DESCRIPTION

- This knife gate valve’s main characteristic is
that it provides a full continuous flow. This
means that in open position it produces no
cavities and there is no turbulence in the
fluid.

- Valve suitable for use as end-of-line.

- Monoblock cast body.

- Stainless steel gate.

- Two screwed-down rubber sleeves.

- Provides high flow rates with low load loss.

- Various sealing materials available.

- Face-to-face distance in accordance with
standard of CMO Valves.

GENERAL APPLICATIONS

This knife gate valve is suitable for working
in the mining industry, in conveyance lines
loaded with, for example: water with stones,
mud...and is generally used for abrasive fluids
in the chemical and wastewater industries.

Designed for applications such as:
- Water treatment.

- Mining.

- Thermal power stations.

SIZES

From DN50 to DNI1500.

Other DNs on request.

WORKING PRESSURE (AP)

DN50-DN150 16 bar
DN200-DN600 10 bar
DN700-DN900 8 bar
DN1000-DN1200 6 bar

Other pressures on request.

Pressures indicated in the table can be used
in either of the valve’s two directions.

FLANGE DRILLING

- ENIO92 PNI1O.
- ASME B16.5 (class 150).

OTHERS COMMONLY USED

- PN6.

- PNT6.

- PN25.

- JIS standard.

- Australian standard.
- British standard.

Others on request.

RESILIENT SEALS

- NATURAL RUBBER.
- POLYURETHANE.

- EPDM.

- NITRILE.

- FKM.

DIRECTIVES

See document of directives applicable to
CMO Valves.

For further information on categories and zones
please contact CMO Valves. Technical-Commer-
cial Department.

QUALITY DOSSIER

All valves are tested hydrostatically at CMO
Valves and material and test certificates can
be provided.

- Bodly test = working pressure x 1.5.

- Seal test = working pressure x 11.

GA SERIES

MANUFACTURING THE VALVE YOU NEED




SERIES

KNIFE GATE VALVES

DN A B (o} D F G oV N M R H No obligation consultation on dli-
mensions and drawings. CMO Valves
50 175 109 106 280 449 319 225 475 631 581 482 TS B e e SR s
65 175 109 113 306 500 345 225 515 657 621 524 at any time, at its discretion and
< 80 175 109 122 332 55 372 225 55 683 633 566 oL Ry ISt
O 100 175 109 136 368 587 407 225 620 719 669 615 Larger sizes on request.
u', 125 178 126 153 421 713 474 325 700 769 800 702
b4 150 178 126 168 466 757 519 325 775 819 848 789
S 200 184 126 199 565 957 618 325 940 1033 948 958
2 250 225 197 234 626 125 749 450 1140 1121 mo 100
el 300 257 197 272 739 213 837 450 1300 129 27 1272
a 350 257 350 297 842 1342 942 - 1485 1384 1384 1441
400 279 350 330 933 1483 1033 - 1655 1627 1627 1613 Visit our website
450 31 350 355 1019 1619 M9 - 1805 719 1719 1766 {0 see the ful
features of the
500 367 380 391 156 1806 1256 - 2000 1889 1889 1939 GA Series.
600 371 400 461 1338 2088 1438 - 2085 271 271 2273
PN10 ASA150 Larger sizes on request.
DN P
o) od P oK o) od P oK O Through holes.
<< 50 16 4 18 32 125 4 3/4" 32 1206
‘? 80 16 8 18 32 160 4 3/4 32 152,4
o 100 16 8 18 32 180 8 3/4" 32 190,5
=z 125 16 8 18 32 210 8 7/8" 32 2159
= 150 16 8 22 32 240 8 7/8" 32 2413
x 200 10 8 22 33 295 8 7/8" 33 2984
S 250 10 12 22 35 350 12 I 35 3619 P TH DRILL P
[T) 300 10 12 22 37 400 12 1 37 4318 (NOT THREADED)
<Zt 350 10 16 22 37 460 2 1% 37 4762 :
= 400 10 16 26 41 515 16 1% 41 539,7
450 10 20 26 45 565 16 1% 45 5778
500 10 20 26 46 620 20 1% 46 635
600 10 20 30 49 725 20 1% 49 7493
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